Bag Filters @ brookaire

Product Bag Filters

Brookaire's extended surface bag/pocket filters are designed for HYAC systems where medium to
high efficiency is required. Bag filters come in a variety of MERV ratings, pocket counts, face
dimensions, and pocket depth. These filters are available in various sizes and efficiencies
including 65%, 85%, and 95%. Manufactured with a galvanized steel frame and internal pocket
supports, they have strength and rigidity for long service life. Each pocket is sonically sealed along
outside edge to prevent air and particle passthrough. Standard headers are 7/8".
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Key Features & Construction

Made with a polyester media

Galvanized steel frame and internal pocket
supports

Available in various sizes and efficiency

ratings, including 65%, 85%, and 95%

Pockets increase the surface area
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Bag Filters - Product Specification

Design

Bag filters can be used in various settings that require
medium to high efficiency filtration. They can be applied
in various industries and applications, specifically in
HVAC systems. They trap contaminants before air re-
enters circulation, maintaining indoor air quality. This
means these filters can be used from anything from
general purpose for homes, offices and hotels to ultra-
efficiency for labs, hospitals and data centers (at a
higher Merv level).
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Applications

Brookaire's bag filters are made with a polyester media,
with its pockets sealed into a galvanized steel frame to
prevent leaking. They are available in many different
sizes and depths, including the number of pockets in
the filter. The surface area depends on how deep or
how many pockets are added. The available efficiency
ratings are 65%, 85%, and 95%.
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